
FEATURES
 – No light gap at side channels for 
complete blackout system. 

 – Side channel width is only 1 3/4"  
(44 mm). 

 – Side guides can be jamb or face 
mounted. 

 – Square headbox available: small is 
3 3/8" x 3 15/16" (86 mm x 86 mm), large is 
4 11/16" x 4 11/16" (119 mm x 119 mm). 

 – Crank operated option-handle can be 
permanently mounted (standard) or 
detachable; up to 6' (183 cm) in length. 

 – Product designed for interior use. 
 

SPECIALTY SHADES
COMPLETE BLACKOUT POSSIBLE

LightBloc ZIP

OPTIONS
 – Hardware finish choices: clear anodized 
(standard), black, white, ivory, or 
charcoal bronze. Custom powder coat 
colors available.

SIZES
 – Available in sizes through 12' x 12' 
(366 cm x 366 cm), depending on 
fabric selection.

 The zip feature in the LightBloc ZIP window shade prevents the 
fabric from coming out of the side channels, thus providing complete 
blackout for labs, educational facilities, hospitals, and audio visual 
applications. LightBloc ZIP allows for larger shade sizes with ease- 
of-installation.

FABRIC OPTIONS
draperinc.com/windowshades/fabricoptions.
aspx 

WARRANTY
draperinc.com/warranty.aspx 

SUPPORTING DOCUMENTS
All instructions, technical drawings and  
other supporting documents are located  
at: draperinc.com/documents.aspx

For more information on this product visit: 
draperinc.com/windowshades/specialtyshades.
aspx
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