
Dimensions, drawings, specifications and color selections            
available: www.draperinc.com/go/WallPad.htm
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All Draper Wall Pads meet or exceed the require-
ments of ASTM F 2440-04, Standard specification 
for indoor wall padding.

EcoVision Wall Pad Line
Only EcoVision pads by Draper provide heavy-duty protection for indoor 
impact areas like basketball courts, gymnasium areas, wrestling rooms, 
rehabilitation centers or any area where padding is needed while being 
manufactured with special materials to meet the stringent requirements 
for GREENGUARD Children and SchoolsSM certification. Draper is the first 
manufacturer to receive GREENGUARD Children and SchoolsSM Certifica-
tion for gymnasium equipment. This means that our certified products 
meet the strictest off-gassing standards and contribute to a safer and 
healthier indoor environment for school age children. The EcoVision™ 
line of wall pads is available with standard construction or Class A Flame 
retardant construction. 

EcoVision Standard Wall Pads
Draper EcoVision pads consist of 7/16” urea-formaldehyde free oriented 
strand board backer and 2” thick, 75 ILD flexible urethane cushioning 
material bonded together then fully wrapped with flexible PVC and scrim 
laminate that features a leather grain emboss. 
•	 Coverings come in a variety of colors.
•	 Draper will custom make pads in any shape or size, including those for 

columns, beams, doors and stage fronts.

EcoVision Class A Flame Retardant Wall Pads
Same features as standard EcoVision pad with the added benefit of flame 
resistance.
•	 Draper’s EcoVision Class A flame retardant wall pads have been tested as 

a singular unit and given a “Class A” rating in accordance with ASTM-E84 
and NFPA 255 test procedures.

•	 EcoVision Class A flame retardant wall pads meet the requirements of 
NFPA 286 – Standard methods of fire test for evaluation contribution of 
wall and ceiling interior finish to room fire growth. 

•	 EcoVision Class A flame retardant wall pads use state of the art flame 
resistant polychloroprene latex, open cell foam cushioning material.

 

Standard Wall Pad Line
High quality wall pads to provide impact protection for indoor areas as 
needed. 
•	 Draper standard pads bond impact absorbing foam to a 7/16” thick 

oriented strand board and then fully wraps the unit with attractive and 
durable 14 oz. vinyl-coated polyester covering, enhanced by a leather-like 
emboss pattern. 

•	 Vinyl coverings come in a selection of 15 standard colors
•	 Large variety of foams available including standard 2” thick 75 ILD 

polyurethane foam or optional foams like 2”  thick pad with a 6 lb. density 
(125 ILD) foam; a 11/2” thick polyurethane pad with a 3.5 lb. or 6 lb. den-
sity; a 11/4” thick polyethylene foam pad

•	 Half-inch fire rated plywood backer and Vonar® interlining, a flame retar-
dant material available. (Vonar® is a registered trademark of Dupont.) 

•	 Draper will custom make pads in any shape or size, including those for 
columns, beams, doors and stage fronts. 

Wall Pads

All standard Wall Pads include a 1” lip on the 
top and bottom for easy installation over 
finished or unfinished walls. Or specify one 
of the following:

Mounting options available:

•	 “Z”–Clips at the top and bottom for wall 
mounting pads. Edges of  pad are  flush 
with the wood backer. Eliminates 1” lip

•	 “Z”–Clip at top and 1” nailing strip at the bottom 

•	 Channel System: channel attaches to wall clips; trims out top and 
bottom lip; remove single pads as needed for repair

Class A Flame Retardant Wall Pads 
Same quality construction as our standard wall pad line manufactured 
with state of the art flame resistant polychloroprene latex, open cell foam 
cushioning material, rigid OSB backing and vinyl coated polyester covering 
enhanced by a leather-like emboss pattern.
•	 Draper’s flame retardant wall pads have been tested as a singular unit 

and given a “Class A” rating in accordance with ASTM-E84 and NFPA 255 
test procedures.

•	 Class A flame retardant wall pads meet the requirements of NFPA 286 
Standard methods of fire test for evaluation contribution of wall and ceil-
ing interior finish to room fire growth. 


