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Specifications—500010

Competition Volleyball System

Product Description

Post shall meet all FIVB, USVBA, NCAA and NFSHSA requirements for competition. Post shall have infinite height adjustment between 8' and 3'6" with preset volleyball settings for elementary school use to international competition for both men and women, for use with volleyball, tennis and badminton.

The upright shall be 3-1/2" O.D. (8.890cm) schedule 80 aluminum tube, with a wall thickness of .300" (.7620cm). The upright is provided with a special rubber foot to protect finished floors and to provide precise net height adjustment.

The tensioning winch shall incorporate a heavy-duty, self-locking worm gear mechanism. Winch shall be furnished with a heavy 2" (4.080 cm) wide high tensile nylon strap with heavy-duty snap hook to eliminate the possibility of hook breaking and guarantee safe connection to net top cable. The power winch is furnished complete with a folding handle for player safety.

The 500010 shall consist of one standard w/power winch and one standard w/adjustable anchor collar. For multiple court usage, specify additional 501021 center standards as required.

Power Volleyball Nets shall be #500004 by Draper, Inc. of Spiceland, IN. Net shall be 32' (9.75 M) long x 39-3/8" (1 M) high. Netting shall be high quality 4" square #36 black nylon cord with vinyl coated polyester hem double stitched around entire perimeter of net. Top hem of net shall be furnished with a 42'6" long x 1/8" diameter 2000 lb. minimum breaking strength galvanized aircraft cable with a nylon coating (3/16" OD) to protect against fraying. Ends of cable to have loops with heavy swaged type fittings for easy installation. Hems in end of net shall be furnished with a pocket for use with a 1/2" diameter fiberglass dowel rod.

Ends of net shall have six 1" wide polypropylene tension straps with buckles for providing additional tightening of net. Bottom of net shall be furnished with a 1/4" diameter braided white nylon rope equipped with a spring loaded, pressure type rope tensioner.

Rope Tensioner shall be #500005 by Draper, Inc. of Spiceland, IN.

Antenna shall be #500007 by Draper, Inc. of Spiceland, IN.

Boundary Marker shall be #500006 by Draper, Inc. of Spiceland, IN.

Standard Dimensions

36'0" center to center of standards/sleeves (each court).

Specifications—500011

Competition Volleyball System

Product Description

Two court system includes 501021 center upright two nets. Posts shall meet all FIVB, USVBA, NCAA and NFSHSA requirements for competition. Post shall have infinite height adjustment between 8' and 3'6" with preset volleyball settings for elementary school use to international competition for both men and women, for use with volleyball, tennis and badminton.

The upright shall be 3-1/2" O.D. (8.890cm) schedule 80 aluminum tube, with a wall thickness of .300" (.7620cm). The upright is provided with a special rubber foot to protect finished floors and to provide precise net height adjustment.

The tensioning winch shall incorporate a heavy-duty, self-locking worm gear mechanism. Winch shall be furnished with a heavy 2" (4.080 cm) wide high tensile nylon strap with heavy-duty snap hook to eliminate the possibility of hook breaking and guarantee safe connection to net top cable. The power winch is furnished complete with a folding handle for player safety.

The 500011 shall consist of two standards w/power winch and a center standard w/adjustable anchor collar.

Power Volleyball Nets shall be #500004 by Draper, Inc. of Spiceland, IN. Net shall be 32' (9.75 M) long x 39-3/8" (1 M) high. Netting shall be high quality 4" square #36 black nylon cord with vinyl coated polyester hem double stitched around entire perimeter of net. Top hem of net shall be furnished with a 42'6" long x 1/8" diameter 2000 lb. minimum breaking strength galvanized aircraft cable with a nylon coating (3/16" OD) to protect against fraying. Ends of cable to have loops with heavy swaged type fittings for easy installation. Hems in end of net shall be furnished with a pocket for use with a 1/2" diameter fiberglass dowel rod.

Ends of net shall have six 1" wide polypropylene tension straps with buckles for providing additional tightening of net. Bottom of net shall be furnished with a 1/4”diameter braided white nylon rope equipped with a spring loaded, pressure type rope tensioner.

Rope Tensioner shall be #500005 by Draper, Inc. of Spiceland, IN.

Antenna shall be #500007 by Draper, Inc. of Spiceland, IN.

Boundary Marker shall be #500006 by Draper, Inc. of Spiceland, IN.

Standard Dimensions

36'0" center to center of standards/sleeves (each court). 
