503091 Plug Kit

SUBMITTAL

TECHNICAL SPECIFICATIONS

Specifications - 503091 Plug Kit

J-BOX

Draper's 503091 Plug Kit is available to provide a local disconnect for a basketball backstop
electric winch, electrically operated divider curtain, or electric height adjuster. Plug Kit consists of
one four-prong NEMA L14-20P twist lock grounded plug, one matching NEMA L14-20 twist lock
grounded receptacle, and one matching 2" deep cover for a 4" electrical box. Plug to be field
installed to whip attached to backstop, or divider curtain winch.

All wiring and electrical components are to be in accordance with local codes and as per manufac-
turer's installation instructions. All conduits, wiring, and electrical components not specified herein,
shall be supplied by the electrical contractor.

Instructions - 503091 Plug Ki

(by Others)

C095.121

4" Cover x 2" Deep
w/1 %" Hole w/Screws

C079.079

Plug Twist Lock
NEMA L-14-20P

C201.007

Receptacle Twist Lock
NEMA L-14-20

Section 1 - Parts List:

1 C079.079 Plug- Twist Lock - NEMA L-14-20P
1 C201.007 Receptacle - Twist Lock - NEMA L14-20
1 C095.121 4" Cover x '2" Deep w/1.618" Hole with Screws

Section 2 - Overview

The Draper 503091 Plug Kit is available to provide a local disconnect for a basketball backstop electric winch or an electrically operated divider curtain.

Please Note: Electrician should install Draper supplied twist lock receptacle and cover within 3' of location of winch or motor as shown on the project submittals.

1. If using with Draper backstop winch, divider curtain winch, or electric height adjuster: Connect the C079.079 male twist lock plug to the whip that is attached
to the device. The cord should be connected with the green wire hooked to terminal G, white wire connected to terminal W, red wire connected to terminal X

and the black wire connected to terminal Y (see wiring diagram).
2. Insert winch cord plug into female receptacle into receptacle installed by electrician.
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110/120 Volt, Single Phase, 20 Amp Service
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