GYM FLOOR PROTECTION COVERS (- DRAPER

SWATCH COLORS

HEAVY-DUTY PROTECTION, YEARS OF SERVICE

B Add years of life to your expensive gym floors, Draper Gym Floor Additional technical data
Covers are constructed of high quality reinforced 3-ply vinyl fabrics on reverse side.
that offer durability and protection. Constructed with 10" wide fabrics,
featuring a Micro-Taffeta finish specifically designed for gym floor
covers. Duplex fabrics with different colors on each side can be used
with either side up.

22 0Z. LAMINATED VINYL, FLAME RETARDANT NFPA-701, UL-214

Blue/Beige Gray/Red
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B Utilizing the finest 22 oz. laminated vinyl fabrics, Draper’s Gym
Floor Covers are constructed from 10" wide material, to eliminate
unsightly and uneven seams running the length of each section.
Stocked in roll lengths to minimize transverse seams. The Micro-
Taffeta finish provides excellent slip resistance and 22 oz. weight
helps cover to lay flat. Duplex fabrics with different colors on each
side are available in Blue/Beige or Grey/Red and can be used with
either side up.

22 OZ. LAMINATED VINYL OPTIONAL ITEMS COVER SIZING
TECHNICAL DATA 502499  Gym Floor Cover Storage Cart ~ Draper Gymnasium Floor Protection
General: Solid fabric is a laminated vinyl -6 Rolls. Covers are provided in 10" wide
fabric with polyester core. 502500 Gym Floor Cover Storage Cart  sections and up to 120" long. When
Weight: 22 oz. per square yard, -8 Rolls. figuring the size for a floor cover,
ASTM D37776. 502520 Gym Floor Cover Storage Cart  we recommend adding 6" to 12" for
Fabric Core: Polyester. Sweeper Strip. overlapping each section.

Core construction: 9 x 9 1,000 denier. 502550  Power Winder for Gym Floor

Tensile strength: 216 x 231 Ibs. / 1", Storage Cover Cart.

ASTM D5035. 502533 Gym Floor Cover Seam Tape

Tear strength: 87 x 83 Ibs. / 1", - Case of 16 Rolls.

ASTM D2261. 502531 Hand Held Tape Dispenser.

Adhesion: 16 Ibs. / 2" ASTM D751. 502532 Walk Behind Tape Dispenser.

Cold crack: -10° F, ASTM D2136.
Treatments: Anti-Mildew, Anti-Fungal,
Rot Resistant.

Resistant: Floor cover material is resistant
to water, rot, mildew, fungus, and fading
from ultraviolet light.

Flame retardant: Pass, NFPA-701,
UL-214.
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