
CEILING MOUNTED/INSTALLED, LOWERED WHEN IN USE

AeroLift 35, 100, 150

FEATURES
 – The AeroLift 35—the first in the 
series—provides a ceiling-recessed 
projector lift with a 35-pound (16 kg) 
maximum lifting capacity for areas that 
have space limitations. 
Optional Video Conferencing camera 
shelf and closure available. 

 – The AeroLift 100—the second in the 
series—provides a ceiling-recessed 
projector lift with a 100-pound (45 kg) 
maximum lifting capacity for areas that 
have space limitations. 

 – The AeroLift 150—the largest in 
a series of three—provides ceiling-
recessed projector lifts with a 
150-pound (68 kg) maximum lifting 
capacity in areas that have space 
limitations. 

 – Wall switch standard. 
 – WARRANTY: One year against defects 
in materials and workmanship. 

OPTIONS
 – Optional Environmental Airspace 
Housing to isolate projector from 
environmental airspace above ceiling. 

 – Optional ceiling closure panel available 
in white (standard) or black. 

 – Ceiling finish kit optional. Kit includes 
ceiling trim ring and closure panel. 

 – Optional universal-style bracket 
for easy attachment of a variety of 
projector models. 

 – Optional IR or RF or integrate into your 
control system.

SIZES
 – AeroLift 35 Maximum lifting capacity 
up to 35 lb (16 kg).  
Maximum extension 24-1/2" (62 cm). 
Dimensions WxD 23-1/2" x 14-1/16" 
(60 cm x 36 cm). 

 – AeroLift 100 Maximum lifting capacity 
up to 100 lb (45 kg). 
Maximum extension 38-1/2" (98 cm). 
Dimensions WxD 28-1/2" x 15-1/4" 
(72 cm x 39 cm). 

 – AeroLift 150 Maximum lifting capacity 
up to 150 lb (68 kg). 
Maximum extension 38-1/2" (98 cm). 
Dimensions WxD 31-1/4" x 15-3/8" 
(79 cm x 39 cm). 

 Aesthetically designed, each model in the AeroLift series varies in 
vertical extension length, maximum lifting capacity, and features a 
stabilizing arm for cable management. Built-in adjustability provides 
for quick and easy response to job-site conditions.

AeroLift in private residence, Universal projector mount above.

SUPPORTING DOCUMENTS
All instructions, technical drawings and 
other supporting documents are located 
at: draperinc.com/Documents.aspx

For more information on this product visit: 
draperinc.com/liftsmounts/projectorlifts.aspx

OPTIONAL ACCESSORIES such as 
environmental airspace housing isolates 
and secures your lift and projector from 
the space above ceilings. 
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