ELECTRIC BARONET HW
FREE-HANGING, WALL- OR CEILING-MOUNTED

Economical hardwired alternative, the popular and affordable
Baronet HW electric projection screen features easy installation. The
slender pentagonal-shaped steel case with matching endcaps is
scratch-resistant and fits into most spaces. Endcaps form universal
mounting brackets making installation of the Baronet HW electric
projection screen easy, whether mounted on a wall, suspended
from, or recessed above the ceiling. Motor is housed in an insulated
environment to provide smooth, quiet operation.

FEATURES
–– Image area framed in black on all four
sides, 12" (30 cm) extra drop standard.
–– Steel pentagonal case with scratchresistant white polyester finish and
matching endcaps.
–– Includes a 110V, 3-position switch
(standard).
–– WARRANTY: One year against defects in
materials and workmanship.

This free-hanging, fiberglass-backed
projection screen maintains flatness
thanks to the weight of the screen and
bottom dowel.

OPTIONS

SIZES

–– Quiet low-voltage motors and 220V
options are available.
–– Viewing Surfaces: OptiViewTM and
ClearSoundTM families.
–– Chroma Key surfaces.

–– Case dimensions 3 3/4” high x 3 1/4”
deep (10 cm x 8 cm).
–– Maximum image width up to 96"
(244 cm) wide, depending on surface
selection.
–– 16:10 FORMAT: from 67" (170 cm)
to 109" (277 cm) diagonal.
–– 16:9 HDTV FORMAT: from 65" (165 cm)
to 106" (269 cm) diagonal.
–– 4:3 NTSC/PAL FORMAT: from
72" (183 cm) to 120" (305 cm) diagonal.
–– AV FORMAT: from 50" x 50"
(127 cm x 127 cm) to 96" x 96"
(244 cm x 244 cm) viewing area.
–– Custom sizes available.

SUPPORTING DOCUMENTS
All instructions, technical drawings and
other supporting documents are located
at: draperinc.com/Documents.aspx

For more information on this product visit:
projectionscreens/electricscreens.aspx

Draper, Inc. | 411 S. Pearl St. Spiceland, IN 47385
draperinc.com | 765.987.7999 | 800.238.7999
© 2018 All Rights Reserved | Form: Elec_BaronetHW_18

