Installation Instructions

Cinescreen VersaRoll & IRUS VersaRoll Projection Screens by Draper
Caution

1 Inspect all boxes to make sure you have received the correct product and
that there is no freight damage.
2 Open cartons carefully to avoid scratching the rolled screen.
3 Screen must be left in a rolled position to acclimate to room temperature
for a minimum of 72 hours.
4 While unrolling screen, persons at each end should keep hold of the
screen as it uncoils, taking care not to let the screen slip on itself where
the end of the material meets the inside of the screen.
5 Do not touch screen coating. Take care not to allow anything sharp to rub
against screen.
6 Please read the following installation guidelines thoroughly and
follow them carefully. Failure to do so may cause product to fail, and
invalidates warranty.
Please Note: See Wall Opening Preparation instruction sheet before
proceeding with installation. If wall opening is not properly reinforced,
damage may occur, and warranty will be invalidated.

Figure 2B
4 Let screen relax in uncoiled position for a minimum of 1 hour before
attempting to install frame. Screen should remain well protected from
damage during this time as the delicate optical coating is exposed.
5 Remove approx 2" of white protective paper film around perimeter edge of
screen to allow for frame installation. Start at one corner and carefully peel
the paper using care not to touch the screen surface more than necessary.
Do not use any tools or sharp objects (see Fig. 3).

1 Uncrate screen and leave in rolled position to acclimate to room temperature for a minimum of 72 hours.
2 Lay rolled screen on side and remove outer bands only from cardboard
wrapping. Use caution not to drop or bounce screen (see Fig. 1).

Figure 3
6 Remove frame sections and lay them next to the screen on the floor, face
down (silver set screws will be visible) (see Fig. 4).

Figure 1
3 With the use of 3 persons—one in the middle of rolled screen and one
at each end—carefully remove bands and slowly uncoil screen. CAUTION:
Persons at each end should keep hold of the screen while it uncoils,
taking care not to let the screen slip on itself where the end of the
material meets the inside of the screen. Person in middle should control
the speed of uncoiling (see Figs. 2A and 2B).

Figure 4
7 Carefully mark edges of screen as a guide for frame installation depth. Top
and Bottom should be inset 5/8" and sides should be inset ½". This will
keep screen centered in frame (see Fig. 5).

Figure 2A
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If you encounter any difficulties installing or servicing your Cinescreen
VersaRoll or IRUS VersaRoll Screen, call your dealer or Draper, Inc.,
Spiceland, Indiana, (765) 987-7999, or fax (765) 987-7142.
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8 Install side frame sections on screen first. Use marks made in the previous
step as a guide for depth. Take care to keep the L-shaped clamping
extrusion held against the side of the screen channel so that channel is
clear for insertion onto screen. Tip: hold L-shaped extrusion at each end of
frame tight against side of channel. Use hex wrench to tighten silver
clamping set screws to snug to hold frames in place, until top and bottom
sections are installed (see Fig. 6).

Figure 9

Figure 6
9 Install top and bottom frame sections next, using the same process
described in the previous step. Use supplied (4) bolts to join corners
together (see Fig. 7).

Please Note: Steps 12, 13, and 14 may be skipped if installing a curved
screen. Curved screens are set in opening and the brackets supplied are
evenly spaced on the top and bottom frames. After the screen is leveled,
the finishing trim is applied.
12 Once tension brackets are installed, carefully lift screen. CAUTION: Do not
touch screen coating! Insert frame into rough opening. Secure tension
brackets to top of opening first. Then, check for level and temporarily shim
as needed. Once leveled using top brackets, remove shims from bottom
and apply torque to top and bottom. Torque should be applied from center
out, alternating top and bottom until the tension brackets are snugly
tightened using a level 5 setting on the DeWALT® drill*, plus one quarter
turn with the included hex wrench. Check sides during this process to
ensure they remain plumb in the opening. Use leveling bolt at edge of
bracket to keep bracket level and/or counter frame roll as tension is applied.
Repeat this tensioning process for the right and left sides. Torque should
again be applied from center out, alternating top and bottom until the
tension brackets are snugly tightened using a level 5 setting on the
DeWALT® drill* (see Fig. 10).
13 Check screen for flatness/bow. To do this, stretch three pieces of string
horizontally across the front of the screen, attaching them to the frame with
painter's tape that will remove easily. Relative flatness will vary depending
on screen size. If relative flatness is not achieved, continue adding tension
to tension brackets in alternating fashion until relative flatness is achieved.

Figure 7
10 Tighten sliver clamping set screws around entire perimeter to final
assembled torque. Recommended torque setting is level 5 on a DeWALT®
18V drill*, then hand-tighten a quarter turn with hex wrench (included) (see
Fig. 8 as an example).

Figure 8
11 Once frame is assembled, insert supplied tension brackets into rear
channel of screen frame. Brackets should be evenly spaced 20"-24" around
perimeter of screen. Tighten brackets in place (see Fig. 9).

Figure 10
14 Once all tension brackets have been tightened as noted above, go around
again and finish tightening using the same alternating method, this time
with a level 13 setting on the DeWALT® drill*.
*Throughout these instructions, reference is made to the DeWALT® 18V
drill. If the installer does not use this brand of drill, make sure what is
used is a comparable 18V drill, and that the torque settings are similar to
those found on the DeWALT® drill.
DeWALT® is a registered trademark of The Black & Decker Corporation.

Please Note: Curved screens follow the same instructions, except for steps 12, 13, and 14. Those steps may be skipped. Curved product is set in
opening and the brackets supplied are evenly spaced on the top and bottom frames. After the screen is leveled, the finishing trim is applied.
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Preparatory Hole Opening Work
If the VersaRoll will be installed flat into the opening (no curve), you must reinforce the hole opening as Draper supplies brackets that must be anchored into
a strong perimter support. These brackets help keep the screen flat and exert a pull force on the screen and on the hole opening supports. A typical 2" x 4" is
not enough. Each bracket could exert 100 lbs. of pull per inch.
Draper Recommendations
If not followed we cannot guarantee the flatness of the screen or that the Hole Opening Supports do not warp.
-Doubled up 2" x 4"s or 4" x 4" wood surrounding opening.
-½" thick or thicker plywood on front (audience side (and back (projector room side) of 4" x 4"s at least 6" tall.

VersaRoll Frame—Dimensions
3

Suggested Rough Opening = Frame Size + 1"
Frame Size = VA + 31/8"
Screen Size = VA + 1¼"
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VersaRoll—Wall Preparation
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1 Before installing your Cinescreen VersaRoll or IRUS VersaRoll screen, the
wall must be properly reinforced. If the wall opening is not properly
reinforced, damage may occur, and warranty will be invalidated.
2 Wall opening should be supported on all four sides by two 2" x 4"s or 4" x
4"s. Reinforce the 2" x 4" or 4" x 4" using minimum ½" plywood.
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