Assembly/Installation Instructions
Angled Ceiling Adapter for Orbiter Projector Lift by Draper

Installing Optional Angled Ceiling Adapter

The Orbiter can be installed in an angled ceiling using the Angled Ceiling Adapter. Follow the below instructions.

① Assemble the Angled Ceiling Adapter as shown in Fig. 1.

② Attach the Angled Ceiling Adapter as shown in Fig. 2, then install the Orbiter as per the separate Orbiter instructions. After installation, test the Orbiter’s action.

Angled Ceiling Adapter—Hardware & Parts

- Arm
- Adjuster
- Fasteners

Installing Optional Angled Ceiling Adapter

The Orbiter can be installed in an angled ceiling using the Angled Ceiling Adapter. Follow the below instructions.

① Assemble the Angled Ceiling Adapter as shown in Fig. 1.

② Attach the Angled Ceiling Adapter as shown in Fig. 2, then install the Orbiter as per the separate Orbiter instructions. After installation, test the Orbiter’s action.

- 1/4"-20 Bolt and Washer
- Position of Adjuster Arm determines stopping angle of Orbiter

Orbiter in Operation with Optional Angled Ceiling Adapter

- Adapter Engages Limit Switches
- Orbiter in Angled Ceiling
- Projector is Horizontal when in use

Maximum Angle 90°